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Software Development Kit (SDK)

Download application to the CANtrak2600 unit

These instructions are for the download to the CANtrak 2600 using the C166 family processor.
The C4 binary file has to be downloaded to the unit using the HyperTerminal  program under windows.
Ensure that the ‘HyperTerminal’ properties are set to the following:-

Figure 1

Figure 2
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1. First of all, connect the unit to a power supply. Connect the unit to the selected serial port of
the PC, using a special programming lead (see fig 3).

2. Open HyperTerminal, which must be set up to communicate with the serial port connected to
the unit.

3. While switching on the power supply, keep button 1 and 2 of the unit pressed (see figure 4).

4. While under the HyperTerminal program, press the ENTER button twice. The boot-loader
menu should appear on your PC (see figure 5):
Note: If this menu doesn't appear, check that the unit is connected to the right port and that the
HyperTerminal has been properly set up.

Figure 4

Button 1 Button 2

Figure 3: Special programming Lead
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5. Press “4’ and then ‘0’ to erase all the flash memory.

6. Press ‘2’ to download the C4 binary file. Immediately Go to the Transfer menu of the
HyperTerminal and click Send File… Browse to select the C4 binary file. Select the
1KXmodem protocol and then press 'Send'. Wait until the download operation is completed
(see figure 6). NOTE: C4.bin is an example file name.

7. Now, you can run the application on your unit: you either press ‘3’ on the HyperTerminal or you
just switch off the unit and power it up again.

Figure 4

Figure 6

Figure 5


